A B C D E F G H J K
25" x 5
w1
SERVICE ENTRANCE ATS — USD DANGER
CLOSING AND INTERRUPTING RATING PELIGRO
AVAILABLE AMPS (RMS)
CLOSING & INTERRUPTING RATINGS SHOWN ARE ONLY FOR ATS UTILITY LS .
BASIC AND/OR GENERATOR POWER SWITCHING DEVICE(S) THAT ARE FACTORY ]
” ) " SUPPLIED WITH INTEGRAL OVERCURRENT PROTECTION. PLEASE REFER TO
57.81 18.5 57.81 MODEL PRODUCT INSTRUCTION MANUAL FOR FURTHER INFORMATION ON UPSTREAM
TS87xA PROTECTION REQUIREMENT.
3.91"— 30" 3.917 15.25" AVAILABLE CABLE ENTRY RATED NO UPSTREAM OVERCURRENT PROTECTION P ST
0.75 WALL MOUNTING SLOTS LOCATION MAX. CURRENT REQUIRED Wil ause sover nuryor dath, Morethan on e it -
f@/aw HARDWARE) DRIP PROVISION— | VOLTAGE A seemagva{nh D\soonnecliahso‘u;ceso.;ﬁusplyge!ore ,
sencing. Tis equipment must be instaled and service
\ 0 0 ©240V @480V @600V only by zuahﬂedqe\:;mca\ personnel utilizing safe work
- > > practices and appropriate Personal Protective Equipment
g R x % TS 87xA—800 | 600 800 65,000 50,000 25,000 (PPE). Faiuretocomply may esultnnury o deat! Refer
I I - = Lt = to NFPA 70E for minimum PPE requirements. —
D il & [c]e & Risque d'Arc Electrique et d'Electrocution
D [c]©) Peut causer des blessures graves out la mort. Plus d'un circuit
D w % BE EESSUND OPT‘OEQ# W % sous tension - voir schema. Couper toutes les sources
o ST dali tati de faire i'entr t e 6
i 3 22 | | o / FROM GENERATOR FROM UTILITY a2 STANDARD ATS — GSD Go mattl 44 e salé o entny nemant ar on
D PL12—1 o< [c]e (SOURCE 2) NEUTRAL (SOURCE 1) o< électricien qualifis, Ce demier doit connaitre les pratiques de
D VOLTAGE ws ole| SUPPLY B SUPPLY w8 CLOSING AND WITHSTAND RATING raval sécurtaires et porter féquipment d protsction
° D SENSING/AC . 23 Z c 8 A N c |° i AVAILABLE AMPS (RMS) Dessres ot Reporersnss ANEEATOR o
° D :( |: o ° :( BASIC CLOSING & WITHSTAND RATINGS SHOWN ARE ONLY FOR ATS UTILITY AND/OR manuel des exigences minimales PPE.
ISOLATION 5 z GENERATOR POWER SWITCHING DEVICE(S) THAT ARE NOT FACTORY SUPPLIED Rissgo ds Arce y Choque Eléctics 2
PLUG S ° > MODEL WITH INTEGRAL OVERCURRENT PROTECTION. PLEASE REFER TO PRODUCT S causarén lesiones graves o muerle. Ms de un cicuto
< \ ELECTRODE < TSB7XA INSTRUCTION MANUAL FOR FURTHER INFORMATION ON UPSTREAM PROTECTION energizado - ver diagrama. Desconectar todas las fuentes de
CONDUCTOR REQUIREMENT. de hacer se
PADLOCKABLE debe instalar y mantener por personal calificado, usando
didas d idad d teccio |
HANDLE o o JRATED e L e T
S —— Vol Ko e o240V | essov | es00v e
TY = 1
TS 87xA—800 600 800 65,000 50,000 35,000 Q
° © o )
517 49.5” 4815 m% FOIL LABEL
o HINGE ° ° BLACK LETTERS ON SILVER BACKGROUND
/S\DE w3
ENGINE START CONNECTION DATA
N CONNECTION WAR N ‘ N G
o ¥ uTuITY 1-3C, 2,/0—500MCM Cu /Al TO ENSURE SAFETY OF PERSONNEL DOOR
£ A @_o_m 0 ® (SRC1) PER PHASE MUST BE LOCKED CLOSED WHEN USING THE 5
= 0 "SERVICE DISCONNECT" SWITCH TO ISOLATE
wo TO LOAD o GENERATOR 1-3C, 2/0—500MCM Cu /Al LOAD CIRCUITS
™ 26 B ol XS (SRC2) PER PHASE :
m THOMSON <E FASTEN DOOR SECURELY WITH SCREWS
o o o
:8 c o 800A ATS || 5ap 1-3C, 2/0—500MCM Cu /Al BEFORE LOCKING.
POWER SYSTEMS . =9 o REECEY ol 00|, PER PHASE o
< ° : ° 1-3C, 2,/0-500MCM Cu /Al B
J NEUTRAL .
PL15—1 < PER SOURCE
POWER < " ” I
© CHASSIS 9 GROUND 9C, #6—250MCM Cu /Al %1;025
ISOLATION WHITE LETTERS ON
U BLACK BACKGRQUND
I [ 1.5" oL
; ALLOW AT LEAST - L ) ) ] SERVICE
1.5" CLEARANCE FOR GENERAL NOTES DISCONNECTED
J UNIMPEDED OPENING OF :
, THE DOOR TO AT LEAST 90" POWER SWITCHING DEVICES ARE MECHANICALLY V=T
0.75 . . . AVAILABLE CABLE ENTRY 1| INTERLOCKED SO THAT ONLY ONE DEVICE IS CLOSED q 4
3.75 30 3.75 LOCATION AT A TIME 435D
FRONT VIEW LHS VIEW INTERIOR FRONT VIEW 5 |FOR 1 PHASE, 3 WIRE SOLID NEUTRAL APPLICATION, SERVICE
CONNECT PHASE TO ‘A’ & 'B'. OMIT 'C’ DISCONNECT
(OUTER DOOR REMOVED) (SIDE_COVER REMOVED) (DOORS NOT SHOWN) TRANSFER
FOR 1 PHASE, 3 WIRE SWITCHED NEUTRAL ENERGIZED 7O NEUTRAL DISCONNECTED
3 | APPLICATION, CONNECT PHASE TO A’ & 'B’. CONNECT qQry =1
NEUTRAL TO 'C’
4 |REFER COVER PAGE / SELECTED OPTION LIST FOR ||
PROJECT SPECIFIC DETAILS
37.81 FOIL LABEL
BLACK LETTERS ON SILVER BACKGROUND
I D)
SERVICE DISCONNECT INSTRUCTIONS
TO DISCONNECT UTILITY AND GENERATOR 5
SUPPLIES:
IOP_VIEW * MOVE SERVICE DISCONNECT SWITCH TO
(QUTER DOOR OPEN) "THE TRANSFER TO NEUTRAL" POSITION.
18317 WAIT 2 SECONDS TO ALLOW ATS TO
: MOVE TO NEUTRAL POSITION.
* MOVE SERVICE DISCONNECT SWITCH TO
DISCONNECTED POSITION ||
.05 ] —— * LOCK OFF SERVICE DISCONNECT SWITCH
WITH SUITABLE PADLOCK.
* VERIFY LOAD IS DISCONNECTED VIA
ILLUMINATED SERVICE DISCONNECTED
LIGHT. IF LIGHT IS NOT ILLUMINATED
REFER TO INSTRUCTION MANUAL.
* LOCK ENCLOSURE DOOR CLOSED AND 6
REMOVE KEY.
1O RE—ENERGIZE TRANSFER SWITCH
55.71"
* REMOVE APPLICABLE PADLOCKS AND
MOVE SERVICE DISCONNECT SWITCH BACK
TO THE ENERGIZED POSITION.
* REPLACE ENCLOSURE DOOR KEY IF ||
FUTURE ACCESS REQUIRED.
. J
VIEWED FROM REAR
(INSIDE) OF INNER DOOR 7
go”
q
s
DRAWINGS AND OR OTHER TECHNICAL INFORMATION
SUPPLIED BY THOMSON POWER SYSTEMS AS A PART OF
A SALE OF EQUIPMENT ARE FOR THE PURCHASER'S USE
FOR REVIEW ONLY‘ SOLELY IN CONJUNCTION WITH THAT EQUIPMENT, UNLESS
SPECIFICALLY AGREED TO OTHERWISE AS A PART OF
THE TERMS OF SALE.
CROSS REFERENCE CUSTOMER
0 APPROVED FOR CONSTRUCTION LEGEND AUTOMATIC TRANSFER SWITCH THOMSON POWER SYSTEMS
E CUSTOMER ORDER No. WORK ORDER No. 8
[J MASTER COPY [ REFERENCE COPY OF ™
- S50c—-C—-1 MODEL TS 870 C—XXXXXX W—=XXXXXX
[J MULTIPLE UNIT WORK ORDER I HOMSON DRAWN BY AUTH BY DATE REV
[JRELEASED FOR INFORMATION R CRDINATE PHYSICAL LAYOUT & INSTALLATION DETAILS AP 06 22-11-22 !
1| UPDATED Z—-BUS NS| OG | 23-07-04 POWER SYSTEMS DRAWING/FILE No- SHEET
AUTH. BY: DATE: 800A, 2P/3P, NEMA 3R DD, MCS ATS, SE
P — SHEET No. DRAWING No. REFERENCE_DRAWINGS No. REVISIONS By |auTH _ DATE MCS870M450 10A
A \ B \ C D E F \ G \ H \ [ \ J \ K

© THE INFORMATION ON THIS DRAWING IS THE PROPERTY OF THOMSON POWER SYSTEMS. IT IS NOT TO BE USED DETRIMENTALLY TO OUR INTERESTS.



	Sheets and Views
	MCS870M450


