
Bill of Material 

Feature Code Description Qty 

C150N6 C150N6, 150kW, 60Hz, Standby, Natural Gas/Propane Genset 2 

 C150 N6 C150N6, 150kW, 60Hz, Standby, Natural Gas/Propane Genset 
Install-US-Stat U.S. EPA, Stationary Emergency Application 
 A331-2 Duty Rating - Standby Power (ESP) 
 L155-2 Emissions Certification - SI, EPA, Emergency, Stationary, 40CFR60 
 L090-2 Listing - UL 2200 
 L193-2 NFPA 110 Type 10 Level 1 Capable 
 L224-2 IBC Seismic Certification 
 L225-2 HCAI (formerly OSHPD) Seismic Pre-Approval Certification 
 B184-2 Exciter/Regulator - Permanent Magnet Generator, 3 Phase Sensor 
 R098-2 Voltage - 120/208, 3 Phase, Wye, 4 Wire 
 BB88-2 Alternator - 60Hz, Reconnect, Full Output, 120C, 40C Ambient, Increased Motor Starting (IMS) 
 A292-2 Alternator Heater, 120 Volt AC 
 F217-2 Aluminum Sound Attenuated Level 2 Enclosure, with Exhaust System 
 P176-2 Enclosure Color - Green, Aluminum 
 F252-2 Enclosure - Wind Load 180 MPH, ASCE7-10 
 F065-2 Battery Rack 
 F179-2 Skidbase - Housing Ready 
 H609-2 Control Mounting - Left Facing 
 H703-2 PowerCommand 2.3 Controller 
 H012-2 Gauge - Oil Pressure 
 H606-2 Analog Meters - AC Output 
 K796-2 Stop Switch - Emergency 
 KS52-2 Relays - Auxiliary, Qty 2, 25A - 15V DC/10A - 30V DC 
 H536-2 Control Display Language - English 
 KV03-2 Load Connection - Single 
 KY06-2 Circuit Breaker, Location A, 200A - 600A, 3P, LSI, 600 Volts AC, 100%, UL 
 2200 Circuit Breaker or Terminal Box (Position B) - None 
 4400 Circuit Breaker or Terminal Box (Position C) - None 
 KB72-2 Circuit Breaker or Entrance Box - Bottom Entry,Right Side 
 A366-2 Engine Governor - Electronic, Isochronous 
 C284-2 Single Gas Fuel - NG or LP Vapor 
 A422-2 Engine Starter - 12 Volt DC Motor 
 D041-2 Engine Air Cleaner - Normal Duty 
 A333-2 Battery Charging Alternator 
 BB89-2 Battery Charger - 6 Amp, Regulated 
 E125-2 Engine Cooling - Radiator, High Ambient Air Temperature, Ship Fitted 
 H389-2 Shutdown - Low Coolant Level 
 E089-2 Extension - Coolant Drain 
 H669-2 Engine Coolant - 50% Antifreeze, 50% Water Mixture 
 E153-2 Coolant Heater,Cold Ambient 
 H706-2 Engine Oil 
 L028-2 Genset Warranty - 2 Years Base 
 L050-2 Literature - English 
 A322-2 Packing - Skid, Poly Bag 



 H268-2 Extension - Oil Drain 
 L260-2 Green Sound Level 2 Intake Baffle - Ship Loose 
A054F439-FRD Enclosure Kit-Sound Level 2 Duct 
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